
Montgomery Fire/Rescue 
Underground Fire Line Permit Application 

 
Business Name: _________________________________________________________ 
Site Address: ___________________________________________________________ 
Property Owner: _____________________________      Phone:  __________________ 
Underground Contractor:  _________________________________________________  
Address:  ______________________________________________________________ 
License: ______________________________ 
Phone: ________________ Fax: ________________ Email: ______________________ 
________________________________________________________________________ 
 
Type of Pipe used: _____________________________________  
Pipe Size: ____________ 
Thrust Blocks: Yes____ No ____ Joint Restraints: (Mega Lugs) Yes_____ No________ 
Will Fire Hydrants be installed on the same Fire Line:  Yes____ No______ 
If Clamps are used, Size of Clamps: ____________________ 
Are Restraint Straps used for Tees: ______ No _____ If so, Size __________ 
 
 
 
Fire line drawing shall be submitted showing installation details. All plans submitted shall 
meet requirements of NFPA 24, 2013 Edition. An inspection shall be performed before 
piping is backfilled. The Inspector will also witness the hydrostatic and Flush testing. 
Contractor’s materials and test certificate for underground piping will be provided to the 
inspector at the completion of all required tests. All requirements shall be in the 
compliance of NFPA 24, 2013 Edition. 

 
 
 
 
 
 
 
 
 
 

Montgomery Fire/Rescue, Inspection & Investigation Division 
19 Madison Ave. Montgomery Al, 36104 

Office (334) 625-3916   Fax (334) 241-2611 
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